
Address: ______________________________________ Owner: ___________________________________ 

Lumber Type (species): __________________________ Height of decking: ____________________________ 

Joist Span _____ ft _____ in. 

Joist Spacing _____ in. on center 

Joist Size _____ x _____ 

Support span between posts _____ ft _____ in. 

Post Size _____ x_____ 

Opening between rails can not be less than 4 inches 

Hand & guard rail required when deck is 

30 inches above the ground 

Hand rail must be graspable; not to exceed 2-inch diameter 

Stair treads: Min. 10 inches deep 

 Max. 7 ¾ inches high 

Foundation must be 42 inches deep or to solid rock 

Hand/ guard rail must be 30 to 38 inches high 

Connections and fasteners must be galvanized 

Top of footing is 6 inches above grade

Deck - Ramp -Wooden Porch Permit Submission Supplement

Attach drawn plans for the construction of your project on a separate page, including measurements 
and dimensions requested on this sheet and any other details relevant to your project.

Attach a copy of the Plat of Survey showing deck placement, house, and lot lines is needed. Indicate on 
copy of Plat the overall deck dimensions. 

Locate and mark gas meter and power lines on the Plat of Survey. Decks may not be constructed within 

10 ft of overhead power lines. 

Submitted By: _________________________________________ Date: ___________________________ 
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