
Residential Roofing

Applying for the Permit 

The following must be submitted for review

⦁ Completed building permit application.  Information on permit must include: 

⦁ Proposed construction/alteration must specify whether the roof is being recovered or 
replaced (tear‐off of old roofing material).

⦁ If a contractor is performing the work, the contractor must obtain the permit.  

⦁ Roofing contractor must be registered with South Holland

⦁ Roofing contractor must provide a copy of their State of Illinois Roofing License

Construction Requirements

⦁ Dumpsters may be provided only by scavenger companies registered to operate within 
the Village of South Holland    

⦁ A maximum of 2 layers of roofing is permitted

⦁ An ice barrier that consists of at least two layers of underlayment cemented together or 
of a self‐adhering polymer modified bitumen sheet, shall be used in lieu of normal 
underlayment and extend from the lowest edges of all roof surfaces to a point at least 
24 inches inside the exterior wall line of the building.

⦁ A drip edge shall be provided at eaves and gables of shingle roofs.  Adjacent pieces of 
drip edge shall be overlapped a minimum of 2 inches.  Drip edges shall extend a 
minimum of 0.25 inch below the roof sheathing and extend up the roof deck a minimum 
of 2 inches.  Drip edges shall be mechanically fastened to the roof deck at a maximum of 
12 inches on center with fasteners.  Underlayment shall be installed over the drip edge 
along eaves and under the drip edge on gables.  Unless specified differently by the 
shingle manufacturer, shingles are permitted to be flush with the drip edge.

⦁ Valley linings shall be installed in accordance with the manufacturer’s installation 
instructions before applying shingles.  

⦁ Flashing shall be installed in such a manner to prevent moisture entering the wall and 
roof through joints in copings, through moisture permeable materials and at 
intersections with parapet walls and other penetrations through the roof plane. Flashing 
shall be installed at wall and roof intersections, at gutters, wherever there is a change in 
roof slope or direction and around roof openings. Where flashing is of metal, the metal 
shall be corrosion resistant with a thickness of not less than 0.019 inch (0.483mm) 
(no.26 galvanized sheet).  

Inspections
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⦁ Ice and water barrier

⦁ Final Roofing once project is completed
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